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The Nanto Lite can be installed either under or 
above the bathroom or kitchen sink, providing 
adaptability and space-saving solutions to suit 
the users needs. Designed to save energy, they 
feature a copper immersion heaters that are 
submerged in water offering faster reheat-up 
times and are ErP rating A. 

To minimise heat loss and increase the hot water 
heater’s efficiency they feature a diamond 
enamelled tank that is surrounded by high 
density CFC free polyurethane foam insulation to 
increase the duration of the hot water within.

They come equipped with an analogue dial to 
quickly adjust the temperature and also allowing 
the user to switch between eco and vacation 

mode with ease. The Nanto Lite’s eco mode heats 
the hot water to an efficient 55°C while vacation 
mode drops the water heater’s temperature 
to 7°C reducing overall energy consumption, 
improving the water heater’s energy efficiency, 
and offering savings to the household owner.
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The perfect solution for: 

 Domestic Homes 
 Apartments    
 Small Businesses 

  Schools

ErP Rating: A

Under and 
Above Sink

Anti-corrosive 
Tank Protection

Diamond Quality 
Enamel Tank

Compact DesignVacation Mode
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HEAT UP TIME 
=50°C (MIN)

HEAT UP TIME 
=35°C (MIN)

ENERGY 
CONSUMPTION

ErP

UNDER SINK

AH821547 10 2000 378 360 262 6.9 18 12 0.48 B

AH821549 15 2000 378 360 321 8 27 18 0.58 B

ABOVE SINK

AH821546 10 2000 378 360 262 6.9 18 12 0.48 A

AH821548 15 2000 378 360 321 8 27 18 0.58 A

WIRING 
LOCATION

Bottom left


